CONTRACT NO. 64B48

EAPT secTion COUNTY | JOTAL ISHEET
301 217-1 STEPHENSON| 64 36
STA. TO STA.

FED. ROAD DIST. W0, [ILLINOIS| FED. AID PROJECT

Minois Department
of Transportation

SOIL BORING LOG

Page 1 of _1

Diidon o Highmys Date i
P-92-111-05 Box Culvert, 0.9 m.SE. of Galena
ROUTE Us 20 DESCRIPTION Road on US 20 LOGGED BY J. Strating
SECTION LOCATION ~ _Exin Twp, - 10NE, SEC., TWP. 27N, RNG. 6E
COUNTY Stephenson DRILLING METHOD Hollow_Stem_Auger HAMMER TYPE CME45 Automatic
STRUCT, NO, DB | U b M N Guface Water Blev, 520 £
Station 589+75 EALob € 0 Syeam Bed Elev. 90t
plo| s 1
BORING NO. Bt TLw S || Groundwater Blev:
Station 589403 Hl 8 | Q| T First Encounter Dv &
Offaet 11.00f¢ Lt CL Upon Completion Dry ft
Ground Swrface Flev. 100 fi || @) | D B | Ager Hrs. [
Asphalt Widening
98.00
MEDIUM brown SILTY CLAY 2
LOAM 3 | 08 | 2%
9650 3 P
MEDIUM brown SILTY LOAM 2
3 | 0o | %
94.00 3 B
STIFF gragbrown SILTY CLAY 7
LOAM (tangray LIMESTONE st 12| 1] %
bottom 8”) 1 % B
9100
VERY DENSE tangray weathered o) 1002
LIMESTONE -4
Auger Refusal 20
End of Boring —
~15§
|

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)

Mon Dec 1t B%:13:26 2606
ci\pro jects\p2il105\di1185l0gs.dgn

renkesl

PLOT SCALE = 175.0008 ‘ 7 IN.

PLOT DATE
FILE NAME
USER NAME

STA 598+76 = STA 374+47.6

Tllinois Department Pge 1 of L
of Transportation SOIL BORING LOG
iin o ghs Date 706
P-92-111-05 Box Culvert, 0.8 m. S.E. of Galena
ROUTE US 20 DESCRIPTION Road on US 20 LOGGED BY  _ JSirating
SECTION LOCATION Erin Twp. - 10NE, SEC. , TWP. 27N, RNG. 68
COUNTY Stephenson DRILLING METHOD Hollow Stem Auger HAMMER TYPE CME-45 Automatic
STRUCT. NO. D B U M Surface Water Eley. om0 & D B v M
Station 589+ 75 By L ¢ 0 Strearm Bed Elev. 90 R B L ¢ 0
P 0] 8 1 P 0 8 I
BORING NO. B rw 5 || Groundwater Elev.: T w 8
Station 589460 Hi S Qu T First Encounter 0 Y |H| S Qu T
Offset 1100f¢ Bt CL Upon Completion 85 ft
Ground Surface Elev, 995 g @) @) ) D | B | After Hrs, ft @ | @) | G| B
Asphalt Widening VERY STIFF tankrown CLAY with 7 21 3t
1 SAND lenses (continued) - s s
pos—| 7850
1
9750
MEDIUM brown SILTY CLAY 2 STIFF tanbrown SANDY CLAY 4
LOAM T8 | 10| e ||LOAM s | s
96.00 5P o
7550
STIFF brown SILTY CLAY LOAM P VERY DENSE tan weathered | 008
3 13 96 || LIMESTONE
gm__ | 4 | P By |
End of Boring
MEDIUM brown SILTY CLAY 2 '
LOAM 11| s | % ]
9100 2 -
\ 4 -
MEDIUM brown SILTY LOAM with W F "
LIMESTONE fragments 5 08 o
8850 4 1P
STIFF gray/blue CLAY with 2
ORGANICS o4 19 39 .
56,00 6 |
v —_—
VERY STIFF brown CLAY with 5 =
LIMESTONE fragments 6 29 81
8350 S | 8
VERY STIFF tan/brown CLAY with 6
SAND Jenses Tou o] e8| %
8100 2|8 N
The Unconfined Compressive Strength (UCS) Faiture Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO 7206)
BBS, from 137 (Rev. 8-99)
STA 589475 = STA 374+429.6
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